INSTALLATION INSTRUCTIONS

ELECTRICAL GAUGES
SMOKE LENS SERIES AMBER RED & SUPER WHITE LED DISPLAY
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NOTE: GAUGE REQUIRE FUNCTION

REQUIRE FUNCTION
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INSTALLATION

WHITE WIRE—connect to ACC.

L L AMBER WRE-NO comnect
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WHITE WIRE-NO connect
AMBER WIRE—>connect to ACC.

MBER SCALE{AMBER SCALH

WHITE WIRE— connectto ACC
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AMBER WIRE—connect to PARKING LAMP

WHITE WIRE—connect to PARKING LAMP
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Oil / Water Temperature Gauge
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NOTE:GAUGE REQUIRE FUNCTION

REQUIRE FUNCTION
DAYTIME  |NIGHT TIME

INSTALLATION

WHITE WIRE-+connect to ACC.

HlkCaLe Al AMBER WIRE—NO connect
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WHITE WIRE-NO connect
AMBER WIRE-connect to ACC.

JAMBER SCALE{AMBER SCALH

WHITE WIRE— connect to ACC
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AMBER WIRE->connect to PARKING LAMP.

WHITE WIRE->connect to PARKING LAMP

MBER SCALE] AMBER WIRE->connecto to ACC.
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